
DOOR-SET CLADDING 
SOLUTIONS

ARCHITECTURAL INTEGRATION



When the door blends perfectly with the wall or décor of the façade, a truly homogeneous, 
aesthetic look can be achieved! 
DOORTAL door sets can form an integral part of the architectural design and lend themselves to any 
style and finish (aluminium, wood, marble, etc.). Fitted with standard or offset hinges, each door set can 
be covered with cladding up to 90mm thick, while still allowing the door leaves to open fully. Doors 
with decorative cladding can be made almost invisible or concealed, thereby enhancing the 
architectural style of the building.

In collaboration with EFECTIS, an accredited laboratory, the DOORTAL design office can issue site 
assessment certificates to guarantee even the most audacious coverings while maintaining the 
fire-resistance performance of the door sets.

DESIGN AND SAFETY CAN NOW
BE COMBINED ON ALL YOUR PROJECTS!

DOORS THAT BLEND INTO 
THE ARCHITECTURE
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A UNIQUE DESIGN 
capable of supporting heavy cladding 
while ensuring that the door set 
operates smoothly over time

Robust door made of 1.5-mm  
or 2-mm-thick steel sheets

Guaranteeing genuine stability and longevity, the door leaf is 
made from two sheets of 1.5mm or 2mm thick steel, depend-
ing on the range. This means the leaf can be fitted with heavy 
decorative cladding.

Exclusive

Ultra-high-resistance 
hinges*  
(*according to the EN 1935 standard)

Rolled hinge, in 5-mm thick steel, with 
stainless steel ball bearing. Tested to 
200,000 cycles, in accordance with 
EN 1935 and certified to grade 14 
(maximum).

Exclusive

Optimum anti-corrosion resistance

Many years of research and development carried out by 
Doortal, in partnership with external organisations, have 
enabled us to develop an optimum surface treatment 
process, guaranteeing a high-level finish and long-term 
durability even in extreme conditions. This treatment 
is ideally suited to doors with decorative panelling 
installed on exterior façades, and therefore exposed to 
the elements.

The system consists of an extremely high-performance 
galvanised steel base with a thermo-lacquered powder 
coating. 

This composition was tested in the CETIM laboratories, as 
set out in standard NF EN ISO 12944-6 for a category C5-M 
system with high durability, and obtained the maximum 
"coastal" classification, with an anti-corrosion resistance 
period of more than 15 years.

Record performance  levels

THICKNESS OF  
METAL SHEET

TUBULAR FRAME
HINGES

EXCLUSIVE

15/10e

MINIMUM

MAXIMUM STRENGTH

Rigid frame made of seam-welded 
profiles 

Optimum door-set stability. 

The frame is made of a closed tube with a continuous weld 
on the rear side, ensuring the door set is held securely in 
place.



Finding  
the doors in 
the façade wall 
becomes quite 
difficult!

 C o n c e a l  
t h e  a c c e s s ,  
t o  b e t t e r 
h i g h l i g h t  
t h e  w h o l e !
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> ISOPLUS 1.5 door sets

> Thermal and acoustic performance

> Offset hinges to allow for cladding with thick wooden strips

SHOPPING 
CENTRE  
IN MOSELLE
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B l e n d  i n t o 
t h e  d é c o r 
t o  c r e a t e 

c o n t i n u i t y !
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THEATRE
IN STRASBOURG

> �PYROPLUS 60 large-scale door sets  
(4.6 metres high)

> �High fire-resistance and  
acoustic performances

> �Decorative perforated sheet-metal cladding 
blending into the façade

> �Application of the cladding defined 
by site assessement
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C h o o s e  h i g h 
p e r f o r m a n c e , 
w h i l e 
e n c o u r a g i n g 
a u d a c i t y
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LUXURY
HOTEL  
IN PARIS 

> �PYROPLUS 60 door sets  

> High fire-resistance and acoustic performances

> Standard hinges  

> �Cladding: solid wood mouldings with a mirror  
on the hinge side, and opposite the hinges,  
thickness of 30mm and 40mm

> �Site assessment to approve the claddings  
on these fire-resistant doors  
over 3 metres high



C o n c e a l  
t h e  e n t r a n c e 

t o  r e i n f o r c e 
s e c u r i t y !
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COURT- 
HOUSE 

> Nexus door set 

> �Anti-burglary and  
anti-explosion performances

> �Offset hinges to allow for 80-mm thick 
aluminium decorative cladding



Finding  
the doors in 
the façade wall 
becomes quite 
difficult!

B r e a k  w i t h 
t r a d i t i o n a l 
c o d e s  
t o  c r e a t e 
u n i t y !
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> �PYROPLUS 30 door sets

> Fire-resistance, thermal and acoustic performances

> �Decorative panelling: offset hinges to allow for 
80-mm thick aluminium strips

WORKSHOP
IN LYON



D i s a s s o c i a t e 
s t y l e s  

t o  c r e a t e 
h a r m o n y ! 
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> �ISOPLUS 2.1 and PHONIPLUS 45 door sets

> Thermal and acoustic performance 

> �Offset hinges  
to allow for thick metal cladding 

ARTS CLUSTER  
IN NANTES



Door-set cladding  
solutions

www.doortal.fr

Specification department: +33 (0)4 72 26 20 79
prescription@doortal.fr

ARCHITECTURAL INTEGRATION
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